INTERCONNECT SCHEDULE OF QUANTITIES ‘ INTERCONNECT SCHEMATIC LEGEND

CONDUIT IN TRENCH, 2" DIA, GALVANIZED STEEL FOOT 1,102 EXISTING INTERSECTON CONTROLLER EXISTING FIBER OPTIC CABLE IN CONDUIT.
HANDHOLE i EACH 1 PROPOSED INTERSECTON CONTROLLER NO.™ 625/125, uhn2E stz

TRENCH AND BACKFILL FOR ELECTRICAL WORK FOOT 1,094 PROPOSED FIBER OPTIC CABLE IN CCNDUIT,
MAINTENANCE OF EXISTING TRAFFIC SIGNAL INSTALLATION EACH 1 EXISTING MASTER CONTROLLER NO. 62.3/125, MMI2F SMi2F

ELECTRIC CABLE IN CONDUIT, NO. 14 1/C FooT 1,214 PROPOSED MASTER CONTROLLER EXISTING INTERCOMMECT CABLE

FIBER OPTIC IN CONDUIT, NO. 62.5/125, MMIZF, SMI2F FOOT 1214 MASTER MASTER CONTROLLER R0.” 62.5/125 12F FIBER OPTIC CABLE
DRILL EXISTING HANDHOLE EACH 1

EXISTING INTERSECTION & SAMPLING (SYSTEM) DETECTOR
PROPOSED INTERSECTION & SAMPLING (SYSTEM) DETECTOR

EXISTING INTERSECTION LOOP DETECTORS &
PROPOSED SAMPLING (SYSTEM) DETECTORS

EXISTING SAMPLING (SYSTEM) DETECTORS
PROPOSED SAMPLING (SYSTEM) DETECTORS
EXISTING SAMPLING (SYSTEM) DETECTORS
PROPOSED INTERSECTION &

SAMPLING (SYSTEM) DETECTORS

AR o EXISTING SAMPLING (SYSTEM) DETECTORS
U NN PROPOSED SAMPLING (SYSTEM) DETECTORS
Y \

EXISTING PREFORMED -INTERSECTION
& SAMPLING (SYSTEM) DETECTORS

PROPOSED PREFORMED INTERSECTION
& SAMPLING (SYSTEM) DETECTORS

EXISTING SAMPLING (SYSTEM) PREFORMED DETECTORS k
PROPOSED SAMPLING (SYSTEM) PREFORMED DETECTORS ESPD

PROPOSED INTERCOMMECT CABLE
NO. 62.5/125 12F FIBER OPTIC CABLE

EXISTING INTERCOMMECT CABLE
NO. 18 3 PAIR TWISTED, SHIELDED

PROPOSED INTERCOMMECT CABLE
18 3 PAIR TWISTED, SHIELDED

EXISTING LOOP DETECTOR CABLE
2/C TWISTED, SHIELDED

PROPOSED LOOP DETECTOR CABLE
2/C TWISTED, SHIELDED

TRAFFIC CONTROL AND PROTECTION LSUM
OPTIMIZE TRAFFIC SIGNAL SYSTEM, LEVEL I EACH

—

EXISTING ELECTRIC CABLE, 1/C (AS SPECIFIED)
PROPOSED ELECTRIC CABLE, 1/C (AS SPECIFIED) —/(D—

EXISTING TELEPHONE CONNECTION

IL. RTE, 43

(HARLEM AVE.) PROPOSED TELEPHONE CONNECTION

” - M
LIJN
-4
26
<T
=
w
TOUHY AVENUE TOUHY AVENUE
[
[
I i
1 f
j
1
[ ' oud
i
2
NOTE: |
THE TRAFFIC SIGNAL CONTROLLER EQUIPMENT FOR THIS PROJECT SHALL BE w
\ “ECONOLITE” TO MATCH THE EXISTING ADJACENT SYSTEM. |
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